


SRD-KVM-IP2K 
Inputs HDMI

Outputs HDMI

Pass-through

Ethernet Port RJ45 Ethernet Cable CAT5e, CAT6, CAT6a, CAT7

Maximum Distance Point-to-point KVM Extension: 120m
Matrix KVM extension: 100m between encoder/decoder and network equipment

Graphics

Max Resolution:
HDMI:
- 1080p60Hz
VGA:
- 1920x1200@60Hz

Interlaced Mode:
1080i60Hz
480i60Hz

Non Interlaced Mode:
1080p60Hz
720p60Hz

Color Depth Support:  
- �1080p : 24, 30, 36 bpp

Video Stream Encryption:
- AES128
- Low latency

HDMI Spec Version:
HDMI 1.4b
- up to 150 MHz pixel clock
- using external 3Gbps HDMI transceiver

HW OSD:
16 bits (65536 colors)

Audio

Analog:
3.5-mm jack plug (Speaker)
3.5-mm jack plug (Micro In)

Digital (HDMI):
2 Ch LPCM
5.1 Ch, 7.1 Ch LPCM
5.1 Ch NLPCM (Dolby, Dolby Pro Logic, DTS)
7.1 Ch NLPCM (Dolby TrueHD, DTS-HD)

USB USB keyboard/mouse:  2xUSB 1.1 Type A  
Generic-HID:  2xUSB 2.0 Type A

PoE  

Login and Access Control

Secure Video Data AES128

Serial RS232 Transmission type: transparent
Transmission rate: max. 115200 bit/s

Latency Typical: 1 frame (16ms) point to point. Maximum: 2 frames (33ms) in KVM matrix con�guration.

Video Wall

KM Free Flow

SFP

Power Supply With USB: 12 VDC 1.5A 
Without USB: 12 VDC 0.5A

Operating Environment Temperature: +5 to +45 °C 
Air humidity: < 80 %, non-condensing

Mechanical Data
Material: anodised aluminium 
Dimensions (W × D × H): 133 x 120 x 25 mm
Weight: approx. 0.4 kg

The vision of innovation

Technical data
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Contact us to learn more at
info@silrd.com

or visit our website at 
www.silrd.com


